DESCRIPTION

Supercoat-2 is a water proof cement-base ready-to use mortar.Just added water and mixed together to form a high
quality cosmetic repair.
USES

Supercoat-2 can to be applied to clean, unpainted concrete surfaces, block wall surfaces,or on cement-sand plastered
surfaces. Solve the problem of shrinkage of ordinary rendering mortar. Because of ultra fine size of Supercoat-2 it give
high quality surface.
SURFACE PREPARATION

All surfaces must be clean, structurally sound, free from loose particles and foreign materials. Substrate surface such
as concrete should be thoroughly wetted with water.
MIXING

One bag (25 kg.) of Supercoat-2 into approx.6-7Litres of water and use an electric drill mixer and mixed
thoroughly about 5 minutes before use.
PLACEMENT

Supercoat-2 should be applied on to substrate to a thickness of 1-8mm.. Applied the same procedure as wall plastering

for smooth surface light trowel ling is needed to achieve an even flat finish.

PROPERTY
Colors: Light grey
Pot Life: Approx.3 hours after addition of water (200C)
Layer Thickness: 1-8mm./application
Consumption: 1.3 kg./m2/mm.Thick.
Shelf Life: 6 months in a dry place
Water Addition: 6-7 litres/20 kg.bag
Packing: 25 kg./bag
TECHNICAL DATA
Bulk density: ~14kg/l
Fresh mortar: ~2.15kg/1
Compressive strength: 35-47 N/mm2 (28 days at 250C,50%RH )
Flexural tensile strength: 20-27 N/mm?2
Bond strength: 1.5-2,5N/mm?2
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TEST REPORT
Sample’s name Mark / Brand Laboratory No.
L)
CP - Supercoat = 1.52/06523.1
Test Results

Compressive strength at 28 days, MPa 45.25

Bond strength to concrete at 28 days, MPa 0.20
Customer’s name CP. Conpro Co., Ltd.

Customer’s address 558/30 Bangna-Trad Road, Bangna, Bangna, Bangkok 10260

Sample’s description ~ Grey powder

Test date 20 August 2009 - 29 September 2009
Test method ASTM C 109/C109M-01, ASTM C 952-91(Reapproved 1997)
Remark For Bond strength to concrete testing , the mixture of concrete is portland cement

type I : sand : stone = 65 : 162 : 218 by weight and water/cement = 0.51
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(Mr. Pradab Sawangsri) (Mr. Kritsada Suttipan)

Scientist, Senior Professional Level Scientist, Practitioner Level

This report is only valid for the sample received. The above statement is not intended for advertising purposes and
i not be reproduced or shall not manifest partiaily without the written permissicn of the Department of Science Service.
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